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Fix  the  four  wheel  brakes  and  twist  them  clockwise  into  the  screw  holes  of  the  base

Use  4  M8x70  hexagonal  screws  and  4  washers  to  pass  through  the  hanging  plate  and  tighten  with  4  nuts  on  the  main  frame.
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Use  4  M8x60  hexagon  socket  screws  and  4  washers  to  tighten  the  two  support  rods  to  the  main  frame.  

Use  4  M8x40  hexagon  socket  screws  and  4  washers  to  tighten  the  support  rods  to  the  base.

Tighten  4  spacers  (comes  with  two  sets  of  TV  screws)
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M8x70  hexagonal  screws  M8x60  hexagonal  screws  M8x40  hexagonal  screws  M5x45  screws  M6x16  screws  M5x8  countersunk  head  screws  M8x30  round  head  screws  M6x25  round  head  screws  M8  

nuts  4  pcs
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Tighten  to  the  siding

28

2

Use  4  M5x8  countersunk  head  screws  to  install  the  video  bracket  in  the  video  tray,  then  place  the  video  bracket  

behind  the  hanging  board  and  secure  it  with  4  M6x16  screws
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Use  8  M8x40  hexagon  socket  screws  and  8  washers  to  pass  through  the  base  and  tighten  with  the  main  frame.
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Place  the  two  hooks  flat  on  the  back  of  the  TV  to  align  the  TV  holes,  and  use  4  applicable  screws  to

 Installation  Instructions
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Use  4  M8x60  hexagon  socket  screws  and  4  washers  to  pass  through  the  middle  tray  and  tighten  with  four  nuts.

Hang  the  TV  on  the  TV  stand  and  use  2  M5x45  screws  to  pass  through  the  hook  from  below.


